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LAMINATE FLOORING TECHNICAL DATA SHEET
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YILDIZ ENTEGRE L NAT PARKE  
LAMINATE FLOORING

TERRACLICK VARIOCLIC

6 mm 7 mm 8 mm  8 mm Standard 
8 mm

Kids 
8 mm

Exclusive 
 

8 mm  

Premium 
Medium 

Premium 
Plus 

mm 

Premium 
XL 

8 mm 

 
8 mm  

Natural 
Sense 
8 mm  

Stilo 

mm  

 Aqua 
Special 
8 mm  

Ebat 
Dimension

Kilit Sistemi 
Clic System ro ro ro

Yüzey Dokusu 
Surface Texture Matt Timberland Astro Deep Granit

Class
EN ISO class

Abrasion Class class A A A

avemeti 
Abrasion resistance

ISO taber

K y
çarpma mukavemeti 
Impact Resistance  to small ball

mm

y
çarpma mukavemeti 
Impact Resistance to big ball

mm

 
Thickness of the element mm

Yüze W
Width of the su rface layer mm

Yüze
Length of the su rface layer mm mm/m

yeden 
 

Squareness of the element
mm

Yüze
Straightness of the 

surface layer
mm/m

zey 
düz f
Flatness of the element

Elemanlar ar
Openings between elements mm

Elemanlar ar
Height difference between 
elements

mm

Yüze  
Surface Soundness

N/
mm²       

 
Thickness swelling

Yüze  T

Surface Swelling  Test - 
Qualitative Rating

NALFA / ISO rade

Yüze  Testi - Ölçüm 
P

Surface Swelling  Test - 
Thickness Swell (pos. 2 - 4)

NALFA / ISO mm

Y
Density re k

Rutubet 
Moisture content

F
Formaldehyde content 
(optional)

ppm

F
EP

 Formaldehyde content (optional)

ASTM D ppm

F
Formaldehyde content 

m  

m²

boyutsal sapma 
Dimensional variations after 
changes in relative humidity

mm

Kilit mukavemeti 
Locking st rength kN/m N.D.  

Lekelenmey ay
Resistance to staining rade r v r  

r

Mobilya ay
Effect of a furnitu re leg

EN ISO - rar olmayacak. 
No damage shall be visible, when tested with foot type 0

Koltuk tek
Effect of a castor chair -

ycle' veya 
zarar olmayacak. 

y

ycle’ veya zarar olmayacak. 
15 000 cycles, No damages

ycle’ veya 
zarar olmayacak. 

20 000 cycles, No damages

ze
Surface defects - ze  

Minor surface def re permitted.

Static indentation
EN ISO mm

Lightfastness 
EN ISO ree y re maruz kalmayan ve maruz kalan numune par r renk kontr tonlama 

Colour contrast between unexposed and exposed sample pa r rey scale acco rding to EN 20105-A02
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